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STATE OF {DAHD

DEPARTMENT OF
ENVIRONMENTAL QUALITY

Dirk Kempthorne, Govemor
C. Stephen Allved, Direclor

1410 North Hiton » Boise, 1daho B3706-1255 » (208) 373-0502
April 1, 2003

CERTIFIED MAIL No. 7000 1670 0013 9129 4878

Mr. Ed White
Operations Manager
f.amb Weston, inc.
P.O.Box 128

Twin Falls, 1D 83301

RE: AIRS Facility No. 083-00062, Lamb Weston, Inc., Twin Falls
Final Tier i Operating Permit Administrative Amendment

Dear Mr. White:

The Department of Environmental Quality (Department) is issuing amended Tier Il Operating
Permit No. T2-020425 for the Lamb Weston ing, facility located in Twin Falls, in accordance with
IDAPA 58.01.01.400 through 408, Rules for the Controf of Air Poliution in idaho. This permit has
been administratively amended by the Depariment as requested in your December 12, 2002
submittal and is effective as of March 25, 2003.

Since this project does not significantly change the terms of your permit, the Department will not
contact you regarding 8 meeting to discuss the terms of the permit. However, if you wish to meet
to discugs the permit terms and requirements, you may contact Steve VanZandt of the Twin
Fails Regional Office to schedule a meeting. If a meeting is scheduled, the Department
recommends the following representatives attend the meeting: your facility’s plant manager,
responsible official, environmental contact, and any operations staff responsible for day-to-day
compliance with permit conditions,

Pursuant to IDAPA 58.01.23, you, as well as any other entity, may have the right to appeal this
final agency action within 35 days of the date of this decision. However, prior to filing a petition

for a contested case, | encourage you to call Bill Rogers at (208) 373-0502 to address any
questions or concems you may have with the enclosed permit.

Sincerely,

s

Stephen E. West, Administrator

Air Quality Division

Department of Environmental Quality
CSA/ME:sm

Enclosure



PERMIT NO.: 72-020425

Air Quality AIRS FACILITY NO.: 083-00062

TIER 1 OPERATING PERMIT AQCR: 083 CLASS: SM~80

State of Idaho SIC: 2009 ZONE: 11
Department of Environmental Quality

UTM COORDINATE (km): 706.6, 4714.0

. PERMITYEE
1__Lamb Weston, Inc.
§2. PROJECT
1 Revised Tier Il Operating Permit
. MAILING ADDRESS CITY STATE
856 Russet St, Twin Falls 1D
. FACILITY CONTACT TITLE TELEPHONE
Dave Kubosumi Engineering Manager {208) 733-5664
. RESPONSIBLE OFFICIAL TITLE _ TELEPHONE
Ed White Operations Manager (208) 733-5664
. EXACT PLANT LOCATION COUNTY
42° 33 min 07 sec N, 114° 28 min 00 sec W, Twin Falls, Idaho Twin Falls
. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Production of frozen potato products

. PERMIT AUTHORITY

This permit is issued according {0 the Rules for the Control of Air Pollution in idaho, IDAPA 58.01.01.400 et
al, and pertains only to emissions. of air contaminants, which are regulated by the state of idaho and (o the
sources specificaily allowed to be operated by this permit.

This permit has been granted on the basis of design information presented in the application and the
Department of Environmental Quality’s technical analysis of the supplied information. Changes in design or
equipment that result in any change in the nature or amount of emissions may be considered a modification.
Modifications are subiect to Depariment review in accordance with Section §8.01.01.200 of the Rules for the
Control of Air Pollution in idaho.,

The effective date of this permit is the date of signature by the Department on the cover page. Please be
aware this permit replaces Tier il Operating Permit No, 083-00062, issued May 24, 2002, the terms and
conditions of which shall no longer be in effect.

DATE ISSUED:  April 1, 2003

DATE EXPIRES: _March 19, 2008

CSN'HE SN Pm;ect No. T2~020425 GAAIR QUALITVSTATIONARY SOURCE'SS LYDITALAMB WESTON\TZ-OZD‘ZE FINAL PERMIT.DOC
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AIRS
AQCR
CEMS
CFR
CcoO
EPA
gridsct
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BDAPA

I/MMCF
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O&M

PM

PMyg
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SIC
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Tihr
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vGC

ACRONYMS, UNITS, AND CHEMICAL NOMENCLATURE

Aerometric information Retrieval System
Alr Quality Control Region

continuous emissions monitoring system
Code of Federal Regulations

carbon monaxide

U.8. Environmental Protection Agency
graing per dry standard cubic foot

hours per day

a numbering designation for all administrative rudes in Idaho promulgated in accordance with the

idaho Administrative Procedures Act
kllometer

kilowatt -
pounds

pound per hour
pounds per million cubic feet

pounds per thousand gallons

rillion British thermal units per hour

million cubic fest

nitrogen oxides

New Source Performance Standards

operations and maintenance

particulate matter

particulate matter with an aerodynamic diameter of 10 micrometers or less
guality assurance

Standard Industrial Classification

suifur dioxide

tons per day

tons per hour

tons per year, or tons per any consecutive 12-rmonth period
Universal Transverse Mercator

volatile organic compound
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AIR QUALITY TIER I OPERATING PERMIT NUMBER: T2-020425

Permittee:  Lamb Weston Inc. | AIRS Faciility No. 083-00062 Date issued: April 1, 2003

| Location: __ Twin Falls, idaho Date Expires: _March 19, 2008

1. TIER il OPERATING PERMIT SCOPE

Purpose

1.1 The primary purpose of this Tier I operating permit is to establish facility-wide requirements to fimit
emissions below Title V permitiing thresholds and to protect the National Ambient Air Quality Standards.

Regulated Sources

1.2 Table 1.1 below lists all regulated emissions sources in this permit.

. Table 1.1 Regulated Source Summary

SR . Sourca Bescrlptian _ [t Emis’sio_ﬁs{_@b‘ntﬁ}](ﬁs}ﬂ?1:';: E
Line ? fnje: line 2 fryer, line 4 fryer, and
3 special products fryer Scrubber
4 Lire 1 dryers, Bne 2 dryer and pre-cryer, None
iine 4 dryer, and special products dryer
5 Boiler No. 1 - Combustion Engineering 16-A-15, None
180 MMBlu/hr
6 Boiler No. 2 - Murray-Trane MCF4-57, 72 MMBtu/hr; Non
Boiler No. 3 - Cleaver Brooks D-52, 36 MMBtu/hr e
7 Heaters and bumers None
8 Emergency diesel generators -~ 100 KW and 230 kW None
9 Waste gas burner - American Heating Co., AHC-1500, N
19 MMBtu/hr one
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Permittes: Lamb Weston inc. | AIRS Facllity No. 083-00062 | Date issued: April 1, 2003

I'Location: ~Twin Falls, idaho Il

2.

E Date Expires: March 19, 2008

FACILITY-WIDE CONDITIONS

Fugitive Emissions

2.1

2.2

2.3

All reasonabie precautions shall be taken o prevent PM from becoming airbome in accordance with IDAPA
£8.01.01.650-651.

The permittee shall monitor and maintain records of the freguency and the method(s) used {i.e., water,
chemical dust suppressants, efc.) fo reasonably control fugitive emissions.

The permitiee shall maintain records of all fugitive dust complaints received. The permittee shail take
appropriate comrective action as expeditiously as practicable after receipt of a valid complaint. The records
shall include, at a minimum, the date that each complaint was received and a description of the foliowing:
the complaint, the permittee’s assessment of the validity of the complaint, any corrective action taken, and -
the date the corrective action was taken.

Odors

24

2.5

No person shali aliow, suffer, cause, or permit the emission of odorous gases, %iquids, or soiids to the
atmosphere in such quantities as to cause air pollution,

The permittee shall maintain records of all odor complaints received. If the complaint has merit, the
permittee shall take appropriate corrective action as expeditiously as practicable. The records shall include,
at a minimum, the date that each compiaint was received and a description of the foliowing: the compiaint,
the permittee’s assessment of the validity of the complaint, any corrective action taken, and the date the
corrective action was taken.

Visible Emissions

2.6

2.7

No person shail discharge any air pollutant to the atmosphere from any point of emission for a period or
periods aggregating more than three minutes in any 60-minute period which is greater than 20% opacity as
determined by procedures contained in IDAPA 58.01.01.625. These provisions shall not apply when the

- presence of uncombined water, nitrogen oxides, and/or chiorine gas are the only reason{s) for the failure of

the emission to comply with the requirements of this section.

The permittee shall conduct a monthly, facility-wide, visible emissions inspection of potential sources of
visible emissions during daylight hours and under normal operating conditions. If any visible emissions are
present from any point of emissions, the permitiee shall take appropriate corrective action as expeditiously
as practicabie. If opacity is greater than 20% for a period or periods aggregating more than three minutes in
any 60-minute period, the permiitee shall take all necessary comective action, and report the exceedance in
accordance with IDAPA 58.01.01.130-136.

The pemmitiee shall maintain onsite records of the resuits of each monthly visibie emission inspection. The
records shail include, at & minimum, the date of each inspection and a description of the following
information: the permillee’s assessment of the conditions existing at the time visible emissions are present,
any corrective action taken in response 1o the visible emissions, and the date corrective action was taken.
These records shall be kept onsite for the most recent five-year period and shall be made available o
Department representatives upon request.
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Lamb Weston Inc. | AIRS Faclility No, 083-00062 Date Issued: Aprl 1, 2003
Twin Falls, Idaho [l IR D:te Expires:  March 19, 2008

Excess Emissions

2.8  The permittee shall comply with the procedures and requirements of iDAPA 58.01.01.130-136 for excess
emissions dus to startup, shutdown, scheduled maintenance, safety measures, upsets and breakdowns.

Fuel-Burning Operating Requirements

29 Nitrogen oxides {NO,} emissions from the combustion of any combination of fueis shall not exceed 99 tons
per any consecutive 12-month period.

Sulfur dioxide (SO;) emissions from the combustion of any combination of fuels shall not exceed 99 tons per
any consecutive 12-month period.

Fuel Consumption Monitoring And Recording

220 The permitiee shall monitor and record the following parameters monthly and annually to demonstrate
compliance with Permit Condition 2.9. The records shall be kept onsite for the most recent five-year period
and shail be made available to the Depariment representatives upon request.

2.10.1 The amount of naturai gas burned, in cubic feet per month or therms per month, and cubic feet or therms
per any consecutive 12-month period

2.10.2 The amount of diesel fuel bumed, in gallons per month and gallons per any consecutive 12-month period
2.10.3 The amount of cooking oil bumed, in gallons per month and gallons per any consecutive 12-month period

2.10.4 The amount of waste gas burned, in cubic feet per month and cubic feet per any consecutive 12-month
period

NO, And 80; Emission Calculations

2.11  The permittee shall calculate NO, and SO, emissions using the equations in Tables 2.1 and 2.2
respectively, t© demonstrate compliance with Permit Condition 2.9. Records of the emissions calculations
and emissions rates shall be kept onsite for the most recent five-year period and shall be made available to
Depariment representatives upon request. The records shall be submitted to the Department on or before
January 31 and July 31 of each year.
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" AIR QUALITY TIER Il OPERATING PERMIT NUMBER: 12920425

Permittee:  Lamb Waston Inc, | AIRS Facllity No. 083-00062 | Date issued: April 1, 2003
Location:  Twin Falls, ldaho Date Expires:  March 19, 2008

212  The NOX calculations shall be made using the following tabie:

Table 2.1 NO, Calculations

Fuel Usage Emission .
Source {previous 12 months) Factor Emissions
Boiler 1 natural gas MMCF x 83.73 IMMCF = Ibs
Rest of plant natural gas MMCF x ' 100 IMMCF = Ibs
Waste gas MMCF x 100 ID/MMCF = ths
Total diegel Gallons x 20 1000 gat = tbs
Total vegetable oil Gallons x 25 1b/1000 gal = lbs
Total = Ibs
tons
2.13  The 80, calculations shall be made using the following fable:
Tabie 2.2 SO, Calculations
Fuel Usage Emission .
Source {previous 12 months) Factor Emissions
Boiler 1 natural gas MMCF x 3.6 Ib/MMCF = ibs
Rest of plant natural gas MMCFE x 0.6 Ib/IMMCF = tbs
 Waste gas MMCF x 1015 ih/MMCE = ibs
Totai dieset Gallons x 7.1HM000 gai = Ibs
Total vegetable oil Gailons x 0.11 /1080 gai= lbs
Totat = bs
tons
Open Burning
2.14  The permittee shall comply with the requirements of IDAPA 58.01.01.600-616, Rules for Controf of Open
Buming.
Test Method
215  lftesting is required, the permittee shall use the test methods listed in Table 2.3 to measure the pollutant
emissions.
. _ Table 2.3 EPA Reference Test Methods
2 Pollutant | TestMethod - Special Conditions
PMigs EPA Method 201.a
PM EPA Method 8
NGy EPA Method 7
50, EPA Method 6
cO EPA Method 10
VOC EPA Method 25
: if NSPS source, IDAPA 58.01.01.825 and Method §;
Opacity EPA Method 9 otherwise, IDAPA 58.01.01.625 only.

* Or Depanment-approved altemative in accordance with IDAPA 58 01.01.1587
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AIR QUALITY TIER Il OPERATING PERMIT NUMBER: 72-020425

| Permittee:  Lamb Weston inc, [AIRS Facimy No, 083-00062 | Date Issued: April 1, 2003

{ Location: "i‘win Faiis idaho | L Date Expires:  March 19, 2008

Performance Test Report

2.16  in accordance with IDAPA §8.01.01.157.04, the permittee shali submit & written report of the performance
test results to the Department within 30 days of test complefion.

Reports and Certifications

217  Any reporting required by this permit, including but not limited fo, records, monitoring data, supporting
information, requests for confidential treatment, testing reporis, or compliance certifications, shall contain a
certification by a responsible official. The certification shall state that, based on information and belief
formed after reasonable inquiry, the statements and information in the document(s) are true, accurate, and
complete. Any reporting required by this permit shali be submitted to:

Air Quatity Permit Compliance
Department of Environmental Quality
Twin Falls Regional Office

601 Pole Line Rd., Suite 2

Twin Falls, iD 83301



AIR QUALITY TIER Il OPERATING PERNIT NUMBER: T2-020425

I Fermittee:  Lamb Weston Inc, | AIRS Facility No. 083-00062 | Date Issued: April 1, 2003

3.

3.1

Location Twm Fai%s tdaho Date Expires: March 19 2008

LiNE 1 FRYER, LINE 2 FRYER, LINE 4 FRYER AND SPECIAL PRODUCTS FRYER

Process Pescription

Potatoes are fried in one of four fryers. If needed for a special product, a batter is first applied. The fryer
exhaust contains PM from the potatoes and from the oil used for frying, and VOC's from the frying process..
The fryers exhaust exits through a water scrubber.

Emissions Limits

3.2  Emissions Limits
Emissions from the line 1 fryer, line 2 fryer, line 4 fryer, and the special products fryer shall not exceed any
corresponding emissions rate limits listed in the appendix of this permit.
- Operating Requirements
3.3 Throughput Limit
The maximum throughput of finished potato products from the line 1 fryer, line 2 fryer, line 4 fryer, and the
special products fryer shall not exceed the tons-per-day and tons-per-year production limits listed in Table
3.1. To demonstrate compliance with the annual production limit, the monthiy production from each fryer
shall be sumrmed over the previous 12-month period.
Tabie 3.1 ﬂaaly and Annuai Frye Productlon Limlts _
Lme 2 fryer
Line 2 fryer 544 198,502
Line 4 fryer 770 281,021
Special products fryer 109 39,683
34 Monitoring Equinment
The permittee shall calibrate, mainiain, and operate in accordance with manufacturer specifications,
equipment which continuously measures the pressure differential across the scrubber and the scrubbing
media flowrate.
3.5 QOperations and Maintenance Manual Reguirements

The permittee shall develop an O&M manual for the scrubber which describes the procedures that will be
followed to comply with General Provision 11.2 and the scrubber operating requirements contained in this
permit. The manual shall remain onsite at all times and shall be made available to Department
representatives upon request.
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ermittee:  Lamb Weston Inc. Date issued: Apri 1, 2003

3.7

[ Cocation:  Twin Falls, idaho RN Date Expires:  March 19, 2008

The pressure drop across the scrubber shall be maintained within the manufacturer and O&M manual
specifications. Documentation of the manufacturer and O&M manual operating pressure drop specifications
shall remain onsite at all imes and shall be made available to Department representatives upon request.

The scrubbing media flowrate to the scrubber shall be maintained within manufacturer and O&M manual
specifications. Documentation of the manufacturer and O&M manual operating scrubbing media fiowrate
specifications shall remain onsite at ali times and shall be made available to Department representatives

upon request,

Monitoring And Recordkeeping Requirements

3.8

3.8

PMio Performance Tests

The permittee shall conduct a performance test to measure PM,, emissions from the line 4 fryer stack on or
before December 21, 2004, and at least once every five years thereafier. The permittee shall use the
results of the PMyo performance tests to establish 8 PMy, emission factor which shall be used to estimate
emissions from each fryer at the facliity and to demonstrate compliance with the PM,, emissions fimits listed
in the appendix of this permit. This performance fest, and any subsequent performance tests conducted to
demonstrate compliance with this permit, shall be performed in accordance with 1DAPA 58.01.01.157,
General Provision 11.9, and the following requirements:

+ The line 4 fryer shall be operated at normai production rates during the performance tests

+ Visible emissions shall be observed during each performance test run using methods specified in IDAPA
58.01.01.157

s The pressure drop across the scrubber controlling emissions from the line 4 fryer shall be recorded
during sach performance iest run

« The throughput of finished potato product from the line 4 fryer, expressed as tons-per-hour, shall be
recorded during each pedormance fest run

Vi tf n

The permittee shail conduct a performance test to measure VOC emissions from the line 4 fryer stack on or
before December 21, 2004, and at least once every five years thereafter. The permittee shall use the
results of the VOC performance tests {o estabiish a VOC emission factor which shall be used to estimate
emissions from each fryer at the facility and to demonstrate compliance with the VOC emissions limits fisted
in the appendix of this permit. This performance test, and any subsequent performance tests conducted to
demonstrate compiiance with this permit, shall be performed in accordance with 1DAPA 58.01.01.157,
General Provision 11.9, and the foliowing requirements:

» The line 4 fryer shall be operated at normal production rates during the performance tests
» Visible emissions shail be observed during each performance test run using methods specified in IDAPA
58.01.01.157
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AIR QUALITY TIER Il OPERATING PERMIT NUMBER; T2-020425

| Permities: Lamb Weston inc. | AIRS Facllity No. 083-00062 Date Issued: Aprii 1, 2003

. Location:  Twin Falls, Idaho [ Date Expires: _ March 19, 2008

» The throughput of f nished potato product from the line 4 fryer, expressed as tons-per—hour, shall be
recorded during each performance test run

3.10  Throughput Monitoring

3.11

The permittee shall monitor and record daily and annually, the throughput of finished potato product from the
iine 1 fryer, line 2 fryer, fine 4 fryer, and the special products fryer to demonstrate compliance with Permit
Condition 3.3. Throughput shall be recorded as fons-per-day and tons-per-year. The throughputs for each
day may be determined using monthly throughput records. All throughput records shall remain onsite for the
most recent five-year period and shall be made available to Department representatives upon request,

Air Polluti I t

The following parameters shall be monitored and recorded during operation as specified below, The records
shall remain onsite for the most recent five-year period and shall be made available to Department
representatives upon request,

+ The pressure drop across the scrubber once per day

+ The scrubbing media flowrate to the scrubber once per day

» Maintenance of the scrubber and any modifications made that effect the operating specifications of the
scrubber as performed
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AIR QUALITY TIER 1| OPERATING PERMIT NUMBER: T2-020425

Porrpnittee;  Lamb Wesion Inc. | AIRS Facility No, 083-00062 Date issued: April 1, 2003

1 Location: Twm Falls idaho Date Expires: March 19, 2008

LiNE 1 DRYER, LINE 2 DRYER, LINE FOURDRYER AND SPECIAL PRODUCTS DRYER

ess Descripiion

Potatoes are cut, defects are removed, the cut potatoes are graded and then blanched. Blanching is a hot
water process which partially cooks the potatoes. Only steam is emitted from the blanchers. The potatoes
are dried in one of four natural gas-fired dryers. Emissions from the drvers are uncontrolled. The emissions
are steam, PM, and combustion by-products.

Emissions Limits

4.2 Emissions Limits
Emissions from the line 1 dryer, line 2 dryer, line 4 dryer, and the special products dryer shall not exceed
any corresponding emissions rate limits listed in the appendix of this permit.
' Operating Requirements
4.3 Throughput Limit
The maximum throughput of finished potato product from the line 1 dryer, line 2 dryer, line 4 dryer, and the
special products dryer shall not exceed the tons-per-day and tons-per-year production limits listed in Tabie
4.1, To demonstrate compliance with the annual production iimit, the monthiy production from each dryer
shall be summed over the previous 12-month period.
Ta!_)_ie 4.1 Daily and Annua! Dryer Prodaction Limits
Lme 1 d:yer 590 ' 215,146'
Line 2 dryer 544 198,502
Line 4 dryer 770 281,021
Special products dryer 109 39,683
4.4 Fuel Specification

The line 1 dryer, line 2 pre-dryer, line 2 dryer, line 4 dryer, and the special products dryer shall burn natura
gas exciusively.

Monitoring And Recordkeeping Requirements

4.5

PM.s Performance Tests

The permittee shall conduct a performance test to measure PMyg emissions from the line 4 dryer stack on or
before December 21, 2004, and at least once every five years thereafter. The permittee shall use one stack
of the line 4 dryer stacks that represents the worst-case PM,, emissions for testing purposes. The permittee
shall use the results of the PM,, performance tests from the line 4 dryer to establish a PM;o emission factor
which shall be used to estimate emissions from each dryer at the facility and to demonstrate compliance
with the PMy, emissions limits listed in the appendix of this permit. This performance test, and any
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; PERMIT NUMBER: T2-020425

I Permiftes:  Lamb Weston inc. | AIRS Faciiity No. 083-00062 Date issued: April 1, 2003

4.6

I Location: Twin Falls, Idaho D IR Ot Expiros:  March 19, 2008

subsequent performance tests conducted to demonstrate compliance with this pemmit, shall be performed in
accordance with IDAPA 58.01.01.157, General Provision 11.9, and the following requirements:

¢ Visible emissions shall be observed during each performance test run using methods specified in IDAPA
58.01.01.157

+ The throughput of finished potato product from the line 4 dryer, expressed as tons-per-hour, shali be
recorded during each performance test run

. The line 4 dryer shall be operated at normal production rates during the perfermance tests

h itori

The permittee shall monitor and record daily and annually, the throughput of finished potato product from the
line 1 dryer, line 2 dryer and pre-dryer, line 4 dryer, and the special products dryer o demonstrate
compliance with Permit Condition 4.3. Throughput shall be recorded as tons-per-day and tons-per-year. The
throughputs for each day may be determined using monthly throughput records. All throughput records shali
remain onsite for the most recent five-year period and shall be made available to Department

represantatives upon request,
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Date Issued: Aprii 1, 2003
B Date Expires:

5. BOILER NO. 1 (COMBUSTION ENGINEERING)

5.1 P ss Dascri
Boiler No. 1 provides process steam principally used for potato peeling, blanching, drying, and frying. Boiler

No. 1is a Combustion Engineering boiler, Model No. 26-A-15, with a heat input capacity rated at 180
MMBtu/hr. There are no emissions controls on the boller. :

Emissions Limits

in accordance with IDAPA 58.01.01.676, PM emissions from Boiler No. 1 shall not exceed 0.015 gr/dscf of
effiuent gas corrected to 3% oxygen by volume when combusting natural gas, or 0.050 gridscf of effluent
gas corrected to 3% oxygen by voiume when combusting diesel fuel or cooking oll.

5.3 Emissions from Boiler No. 1 shall not exceed any corresponding emissions rate limits listed in the appendix
of this permit.

5.4 in accordance with 40 CFR 60.44b, NO, emissions from Boiler No, 1 shall be less than 0.2 ib/MMBt
{expressed as nitrogen dioxide) as measured by a CEMS.

5.5  The requirements of 40 CFR 60 Subparts A and Db shall not be In effect until the boiler is operated above
100 MMBtu/hr.

Operating Requirements

5.6  Fuel Specification

Boiler No. 1 shall burn natural gas, diese! fuel with a maximum fuel sulfur content of 0.05%, or cooking oil
exclusively.

Monitoring And Recordkeeping Requirements
5.7 ion P, 4 ito

The permittee shail monitor and record the fuel type bumed in Boiler No. 1. For each shipment of diesel fuel,
the fuel sulfur content shall be certified to demonstrate compliance with Permit Condition 5.68. These records
shall be kept onsite for the most recent five-year period and shall be made available to Departrent
representatives upon request.

58 NO, Monitoring

The permittee shall fully comply with all monitoring requirements established by 40 CFR 60 Subpart A —
General Provisions and Subpart Db - Standards of Performance for industrial-Cornmercial-institutional
Stearn Generating Units (40 CFR 60.40b). In particular, the permittee shall install, certify, operate, and
maintain, in accordance with all the requirements of 40 CFR 60.48b, a NO, CEMS with an automated data
acguisition and handling system for measuring and recording NO, concentration (in parts per million) and
NO, emission rate (in pounds per miliion British thermal units) from the boiler stack.
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Aprii 1, 2003

March 19, 2008

The permittee shall fully comply with all applicable record keeping requirements set forth in 40 CFR 60,
Subpart Db. All such records shall be made available to Depariment representatives upon request,

Reporting Requirements

5.9

5.10

5.11

5.12

The permittee shall submit a test protocol for Department approvat for each certification and recertification
test of the NO, CEMS required in Permit Condition 5.8. Each test protocol shall be submitted to the
Department for approval at least 15 days prior to the respective test date.

The permittee shall fully comply with the reporting requirements set forth in 40 CFR 60, Subpart Db, In
accordance with 40 CFR 60.49b, copies of all certification or recertification notifications, certification or
recertification applications, and monitoring plans shali be submitted to the Departiment, Furthermore, the
permitiee shall submit to the Department a written report (including all raw field data, etc.) for each
certification or recertification test required by Permit Condition 5.7.

Each report shall be submitted to the Department within 30 days of the date on which the respective test
was completed.

The permittee shall follow quality assurance (QA) procedures in accordance with 40 CFR 60, Appendix F
and submit the QA results to the Department for approval within 30 days after the test date.

The permittee shall submit a written notification of the QA tests to the Department within 30 days prior to
performing each respective test.

£ NO, Emissi

The permittee shall submit to the Department copies of all excess emissions and monitoring systems
performance reports and/or summary reports for the NO, CEMS. The reporting requirements and report
format shali be the same as those specified in 40 CFR 60.7(b) through {d) and IDAPA 58.01.01.131. For
NO, emissions from the boiler stack, periods of excess emissions are any and all 24-hour rolling average
NO, concentrations as measured by the NO, CEMS, which exceed the allowable NO, concentration given in
Permit Condition 5.3.
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Permittee: Date issued: April 1, 2003

6.1

[ Tocation: Date Expires: _ March 19, 2008

BOILER NO. 2 (MURRAY TRANE) AND BOILER NO. 3 (CLEAVER-BROOKS)

Process Description

Boiler No.’s 2 and 3 provide process steam principally used for potato peeling, blanching, drying, and frying.
Boiler No. 2 is a Murray Trane boiler, Mode! No. MCF4-57, with a heat input capacity rated at 72 MMBtu/hr,
Boiler No. 3 is a Cleaver Brooks boiler, Model No. D-52, with a heat input capacity rated at 36 MMBtu/hr,
There are no emissions controls on either boiler.

Emissions Limits

6.2 mi Limi
In accordance with IDAPA 58.01.01.676, PM emissions from Boiler No.’s 2 and 3 shali not exceed 0.015
gridscf of effluent gas corrected to 3% oxygen by volume when combusting natural gas, or 0.050 gridscf of
effluent gas corrected to 3% oxygen by volume when combusting diesel fuel or cooking oil.

6.3 Emissions from Boiler No. 2 and Boller No. 3 shall not exceed any corresponding emissions rate limits listed
in the appendix of this permit.

Operating Requirements

64  Fuel Specification

Boiler No. 2 and Boiler No. 3 shail bum natural gas, diesel fuel with a maximum fuel suifur content of 0.05%,
or cooking oil exciusively.
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AIR QUALITY TIER |l OPERATING PERMIT NUMBER: T2-020425

Permittee: Lamb Weston Inc. | AIRS Facllity No. 083-00062 Date issued: April 1, 2003
Location: — Twin Falls, Idaho " ). Date Expires:  March 18, 2008

7. HEATERS AND BURNERS
Emissions Limits

74 Emissions Limits

In accordance with IDAPA 58.01.01.676, PM emissions from the heaters and bumers shall not exceed 0.015
gridsct of effluent gas corrected to 3% oxygen by volume when combusting natural gas.

7.2 Emissions from the heaters and burners shall not exceed any corresponding emissions rate imits listed in
the appendix of this permit.

Operating Requirements
7.3  Fuel Specification

The heaters and burners shall bumn natural gas exclusively.
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AIR QUALITY TIER Il OPERATING PERMIT NUMBER: T2-020425

Permittee: Lamb Weston Inc. | AIRS Facility No. 083-00062 Date Issued: April 1, 2003

Locat!on Twm Fails, ldaho iSRS I RN = Date Expires: March 18, 2008

8. EMERGENCY DIESEL. GENERATORS (100 KW AND 230 KW)
Emissions Limits
8.1 imi

In accordance with IDAPA 58.01.01.676, PM emissions from the emergency generators shall not exceed
0.050 gridscf of effluent gas corrected to 3% oxygen by volume when combusting diesel fuel.

8.2 Emissions from the emergency generators shall not exceed any corresponding emissions rate limits listed in
the appendix of this pemit.

Operating Requirements

83 f tion
+ Each emergency generator shall not be operated for more than 8.5 hr/day, except during an emergency.
+ Each emergency generator shall not be operated for more than 500 hours per any consecutive 12-

month period.

84  Fuel Specification
The emergency generators shall be fired by No. 2 diesel fuel exclusively. The fuel sulfur content shall not
exceed 0.5 percent by weight, as required by iIDAPA 58.01.01.728.

8.5

The permittee shall maintain and operate the emergency generators in accordance with manufacturer
recommendations.

Monitoring And Recordkeeping Requirements

8.6

The permittee shall monitor and record the date and the number of hours of operation for each emergency
generator {o demonstrate compliance with Permit Condition 8.3. These records shall remain onsite for the
most recent five-year period and shall be made available to Depariment representatives upon request.
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AIR QUALITY TIER Il OPERATING PERMIT NUMBER: T2-020425

| Permittes: Lamb Weston Inc. | AIRS Facility No. 083-00062 Date Issued: Aprii 1, 2003
Location; _ Twin Falls, idaho ' Date Expires: _ March 19, 2008

9. WASTE GAS HEATER

Emissions Limits

9.1  Emissions Limits

In accordance with IDAPA 58.01.01.676, PM emissions from the waste gas heater shall not exceed 0.018
gridsct of effluent gas corrected to 3% oxygen by volume when combusting natural gas or waste gas.

9.2 Emissions from the waste gas heater shall not exceed any comresponding emissions rate limits listed in the
appendix of this permit.

Operating Requirements
9.3  Fuel Specification

The waste gas heater shall burn waste gas or natural gas exclusively.
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AIR QUALITY TIER Il OPERATING PERMIT NUMBER: T2-020425

Permittee: Lamb Weston inc. | AIRS Facility No. 083-00062 Date lssued; Aprit 1, 2003
Locatlon Twin Falls, Idaho Date Explres March 19, 2008

10. APPENDIX

Lamb Weston, inc. - Twin Falis

Hourly (ibihr } and Annaai (“F!yrz} Emzsszon Limits®

" SO S
EM!SS!ON um‘r R o
ib/hr

Line % fi’YE{
Line 2 fryer
Line 4 fryer
Special products fryer 0.44 1,93 .
Line 1 dryer 1.38 8.05 3%
Line 2 dryer and 1.37 878 300
Pre-dryer
Line 4 dryer 1.80 7.80 450
Special products dryer 0.25 1.12 674
Bailer No. 1 302 11.39 | 35.15 $9.00
Boiler No. 2 1.21 5,28 16.34 60,65
Boiler No. 3 0.80 2.68 8.47 30.32
Waste gas heater .18 0.74 89,97 9,72
Heaters and burners 358
Emergency diese! .87 0,22 3.73
generators

Total Facility 98.00 98.00

FPounds per hour

2Tons per yeat

* As determined by a poliutant-specific U.5. EPA reference method, Department-approved alternative, or the Department's amission
estimation methods used in the penmit application analysis.

4 Panmiaze matter with an agrodynamic diameter less than or egual to @ nominal ten microas
* Sultur dioxide

“\Volatile organic compound
T Nitrogen oxides

® Sulfur dioxide (S0;) ernissions from the waste gas heater shall not exceed 83.96 T/yr. To maintain synthetic minor status the combined SOZ
emmissions from the waste gas heater snd the rest of the facility shall not exceed 89.00 Thyr.

® To maintain synthetic minor status the combined NO, emissions from boiler No. 1 and the rest of the facility shali not exceed 99 Thyr,
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: T2-020425

Permittee:  Lamb Weston Inc. AIRS Facility No. 083-00062 | Date Issued: March 19, 2003

| Location: Twzn Falls, ldaho 1 Date Expires: March 19, 20{38

11.

11.1.

11.2

11.3

11.4

11.5

11.6

11.7

11.8

11.9

TIER | PERMIT GENERAL PROVISIONS

All emissions authorized herein shall be consistent with the terms and conditions of this permit. The
emission of any pollutant in excess of the limitations specified herein, or noncompliance with any other
condition or limitation contained in this permit, shall constitute a violation of this permit and the Rules for the
Control of Air Pollution in Idaho, and the Environmental Protection and Health Act, idaho Code 39-101 -

et seq.

i
The permitiee shail at all times (except as provided in the Rules for the Control of Air Polfution in idaho)
maintain and operate in good working order all treatment or control faciiities or systems installed or used to
achieve compliance with the terms and conditions of this permit and other applicable jaws for the control of
air poliution. '

The permittee shall allow the director, andfor hrs authorized representatzve(s} upon the presentation of
credentials: a

+« To enter upon the permittee’s premises where an emissions source is located, or in which any records
are required to be kept under the terms and conditions of this permit; and

e At reasonable times {0 have access to and copy any records required 10 be kept under the terms and
conditions of this permit, to inspect any monitoring methods required in this permit, and to require stack
emissions testing (i.e., performance tests) in conformance with state-approved or accepted EPA
procedures when deemed appropriate by the director.

Except for data determined to be confidential under Section 9-3424, idaho Code, all reports prepared in
accordance with the terms of this permit shall be available for public inspection at the appropriate regional
office of the Depariment.

Nothing in this permit is intended fo relieve or exempt the permittee from compliance with any applicable
federal, state, or local law or regulation, except as specifically provided herein.

in the event of any change in control or ownership of source{s) from which the authorized emissions
emanate, the permittee shall notify the succeeding owner or controller of the existence of this permit by
letter, a copy of which shall be forwarded to the director.

This permit shall be renewabile on the expiration date, provided the permitiee submits any and all
information necessary for the direcior to datermine the amount and type of air pollutants emitied from the
equipment for which this permit is granted. Failure to submit such information within 80 days after receipt of
the directos’s reguest shall cause the permit to be voided.

The director may require the permittes {0 develop a list of operation and maintenance procedures t6 be
approved by the Department. Such list of procedures shall become a part of this permit by reference, and
the permittee shall adhere to ail of the operation and maintenance procedures contained therein,

Performance tests (i.e., air emissions source tests) conducted pursuant to testing requirements in this permit

must be conducted in accordance with IDAPA 58.01.01.157. Such testing shall not be conducted on
weekends or state holidays uniess the permittee obtains prior Department approval.
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Permittes:  Lamb Weston Inc. _ March 19, 2003

11.10

Twin Falls, idaho . _ : March 18, 2008

The pemmittee shall submit a proposed test date for each performance test required by this permii {o the
Department for approval at least 15 days prior to each respective test date {including each test date for
periodic tests such as annual tests). The permittee shall promptly notify the Department of any change in
the proposed test date and shall provide at least five workdays advanced notice prior to conducting any
rescheduled test, unless the Department approves a shorter notice period.

Within 30 days of the date on which a performance test required by this permit is concluded, the permittee
shail submit to the Department a performance test report for the respective test. The performance test
report shall include any and all process operating data required o be recorded during the test period as well
as the test results, raw test data, and associated documentation.

The provisions of this permit are severable; if any provision of this permit to any circumstance is heid invalid,
the appiication of such provision to other circumstances and the remainder of this permit shall not be

affected thereby.
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